THE NARJORIE LURE THEATRE

LIGHTING
Power : 120/208V. No Company Power Available.
Dimmers: (192) Strand™ 2.3kw dimmers
Control Board: ETC lon with 2x20 fader wing

House Light Control:
In the Sound Booth, Lighting Booth, SR & Alternate Mix Position.

Circuits: (192) 2.4kw circuits

On Stage: (12) stage Floor pockets,
(3 raceways) on-stage Electrics,
(2 raceways) on-stage Border Pipes,
(4) 6-circuit Drop Boxes

FOH: (16) House Boom Positions,
(4) Balcony positions,
(48) Ceiling positions.

Instruments: All instruments are equipped with stage pin connectors
(76) 19° Strand™ SL Series ERS, 575w
(26) 26° Strand™ SL Series ERS, 575w
(36) 36° Strand™ SL Series ERS, 575w
(12) 50° Strand™ SL Series ERS, 575w
(12) 26°-50° Zoom Strand™ SL Series ERS, 575w
(36) Strand™ 6” Fresnelites (Theatre), 1kw
(35) Source-Four™ Par Lights w/ lens kits, 575w
(12) 12-cell, L&E™ BR40/PAR 38 4-circuit border lights, 250w/cell
(4) 2-cell Sky-Cyc™ lights, 1kw/cell, stage pin
Follow Spots (2 ) Mighty Arc II™ Follow Spots,

Hardware  (16) 24” double-tee side-arms
(35) 6” barn-doors
(24) pattern holders

Cable all cable is stage pin
(24) 5’ extensions
(18) 10” extensions
(6) 25” extensions
(16) two-fers



